
Plustek eScan A150
eScan Series

vKEY FEATURES
• �Large 7” LCD standalone ADF scanner

• �WiFi and Ethernet ready

• �Scan and send documents in three easy steps

• �Scan to multiple destinations

• �50 sheet automatic document feeder
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Plustek eScan A150
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   Optical Resolution 600 dpi

   ADF Capacity 50 sheets (70 g/m², 18 Lbs)

 Note: Maximum ADF capacity varies, depending upon paper weight.

   Scanning Speed ( ADF ) 15 ppm/ 30 ipm (Grayscale mode, 200 dpi, A4 Portrait)

 15 ppm/ 30 ipm (B&W mode, 200 dpi, A4 Portrait)

 4 ppm/ 8 ipm (Color mode, 200 dpi, A4 Portrait)

   Interface USB x 1, RJ45 (network connection) x 1, WiFi (802.11 g/n)

   Display 7” 1280x800 pixels with IPS wide view multi-touch screen
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Plug & Play! Tap & Scan!
Plustek eScan A150 is ready to use and does not need to be connected to a computer. The 7” wide IPS screen 

display makes it easy to setup and scan. No user training or installation procedures are required. Perfect for 

small o�ce, departments and home users.

Complete scanning in 3 simple steps
Operation is self guided with no user training necessary. Simply make select your scan setting on the main 

screen, and then touch the big SCAN button. After the scan is complete, you can review and adjust your scan 

and select your destination from the easy to understand screen.

Scan to multiple destinations
Plustek eScan can be used anywhere a WiFi network or Ethernet cable is available. You can also send your 

documents, contracts, receipts, invoices, bills or photos to more than one preferred destinations. For example, 

you could send your scan to a customer via email and also save to a copy on your computer.

For more information about Plustek eScan A150, please visit escan.plustek.com

Select scan settings and press SCAN See scan result and edit if needed Choose destination


	531AE-00101-front.pdf
	531AE-00101-back

